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ICTORY LINE 


JOYCE JACKS 


STREAMLINED FOR WAR 


Our United Nations ‘‘All Out For Victory”’ 
program has made increasingly apparent to all the 
need for streamlining the famous line of JOYCE 
JACKS to feature only the popular standard 
models of approved design illustrated herewith. 

An analysis of our records reveal that the Jacks included in the new stream- 
lined program are the most needed in the production of the implements of war, 
railroading, mining and industrial expansion. 

We will maintain a larger stock of Jacks and parts for the models illustrated 
—so that shipments can go forward in the shortest space of time. 

Specify Joyce Jacks from the new victory line in the interest of conservation 
and expeditious service. When specific jacking problems involve the use of Jacks 
not included in the victory line, special inquiries will be given every consideration. 

The victory streamlining of Joyce JAcKs does not obsolete the regularly cata- 
logued items. It is only intended to expedite our war effort by temporarily 
superceding it. The Victory Line is your ‘‘Solid Front’ for the duration. 


Automatic Lowering Jacks 


5— 10-15-20 Ton Capacity 


We have chosen five models in the automatic lowering type of Jack as these Jacks have universal application. These Ratchet Lever 
Jacks include all late improvements and are particularly adapted for mining operations, railroads, building contractors and general in- 
dustrial use. The light weight combined with the five to twenty ton lifting capacity make them popular general purpose jacks. Working 
parts are heat-treated and rust-proof. The frame covers the working parts protecting them from dirt and they cannot work loose and 
get lost. Double Socket lever trunions are standard equipment on the 67-A and 76-A. Single on the 15 and 20 ton models. 


Weight | List 


| 

Jack Capacity Height | Rise | 

No. ons Inches Inches | Pounds Price 
67-A 5 16% | | | 
70-A 10 22 | 
1922-A 15 22 | 
1928-A 15 28 
2028 20 28 


1922-A 
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Journal Jacks 
25 — 35 Ton Capacity 


For a short powerful lift, we have chosen 
the ever-popular 1025 and 1035 Jacks. 
They are used extensively for brassing car 
journals, bridge work, are popular in the 
shipyards and have many general hand- 
ling uses. These 25-ton and 35-ton Journal Jacks are extremely 
light and very durable. Where a short powerful lift is required 
specify one of these models. 


1025 


Jack Capacity Height Rise Weight List 
No. Tons Inches Inches Pounds Price 
1025 25 10 5 36 $53.00 
1035 35 10 5 42 81.00 


Heavy loads may be main- 
tained for long periods of time 
in absolute safety on the 154-A 
—25-ton and 165-A—50-ton se- 
lected as the standard in this 
type of Jack. They are not af- 
fected by weather conditions or 
rough handling. Both models 
are equipped with the foot lift 
for picking up low-lying loads 
and are furnished with large 
rectangular bases. They are 
used principally for heavy con- 
tracting work, bridge building, 
ship building, etc. 


165-A 
Jack Capacity Height Rise Weight List 
No. Tons Inches Inches Pounds Price 
154-A 25 22 12 119 $140.00 
165-A 50 26 16 230 234.00 


TxC Ks 
Air Motor Driven Jacks 


50— 100 Ton Capacity 


For bridge construction, sal- 
vaging rails, pipe pushing, hand- 
ling railroad locomotives and 
cars and ship launching, the 
50-ton 17710-R and_ 100-ton 
1799-AR Air Motor Jacks are 
selected as the most popular 
models. | Compressed air re- 
places man power and saves ap- 
proximately nine-tenths of the 
time required for jacking a load 
by hand. Automatic shut-offs 
assure positive safety. Lowered 
by reversing motor— Alemite 
lubrication. Powered with the 
Heavy Duty Ingersoll Rand 
Motor. Pneumatic rubber tired 
wheels are standard equipment 
but will be furnished with the 
steel wheels in the event the 
rubber wheels are not available. 
Capacities shown are for 90 
pounds per square inch air 
pressure. Prices on hose and 
couplings on request. 


Hoist Capacity Height Rise Weight List 
No. Tons Inches Inches Pounds Price 
17710-R 50 28 16% 390 $773.00 
1799-AR 100 26 1334 460 928.00 


Pushing and Pulling Jacks 


8 — 10-15 Ton Capacity 


ee JOYCE has recently added several new sizes to the famous line of Pushing and 
Pulling Jacks. These Jacks are very popular in the construction of ships in holding 
side plates in position until welding or riveting can be completed, are also used extensively 
for straightening sides and ends of steel cars as well as bent or split steel center sills. 


. ‘ Dia. Length Length Run of 
Jack Capacity Screw Closed Open Screw Weight List 
Type No. Tons Inches Inches Inches Inches Lbs. Price Push and Pull—with Hooks 
Puller 52 8 1% 25 37 12 38 $ 34.00 
Push and 55 10 134 40 59 19 67 59.00 
Pull-hooks 
1524-PP 15 2% 6 24 18 66 } 53.00 
1528-PP 15 2% 6 28 22 71 56.00 
Push and |54 15 2% 6 31 25 75 56.00 
Pull-Nuts |1536-PP 15 2% 6 36 30 82 59.00 
1524-2-PP 10 2 7% 24 1632 45 37.00 
59-A 10 2 7% 2814 21 49 39.00 Push and Pull—with Nuts 
1536-2-PP 10 2 ike 36 28% 56 42.00 
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